
IMPORTANT: To complete an entire door installation, you will need the following: 

1.  One carton containing (1) Door panel
2.  One carton containing (1) Inline panel
3.  One carton containing hardware kit with door handle. Adjustable angle bracket is supplied 

     for 18", 18-1/2", 24", 24-1/2", 30", 30-1/2" inline panel glass.

 

Wall-Mounted Hinge Shower Door
 

For 3/8 inch (10mm) Glass

CAUTION: To reduce the risk of breakage, keep corner protectors on glass while installing. 

Right hand door installation shown

 
 

Consult your local plumbing codes prior to installation.

Type B
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* *

The handles are subject 
to your choice. The image 
shown is for reference only.

*
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Part  number Description Quantity Code

1 Wall Anchor 11 LF-LD00005

2 Wall-to-Glass Hinge 2 LF-HAB001-XX

3 ST5x40 Countersunk Screw 8 LF-HAB002-XX

4 Hinge Side Vinyl Seal 1 LF-JT00192

5 Door Panel 1 LF-GAB001

6 Bottom Sweep Vinyl Seal 1 LF-JT00191

7 Bottom Rail for Inline Panel 1 LF-HBDEF004-XX

8 ST4x30 Countersunk Screw 4 Y100102011

9 PVC glass spacer 2 LF-GS00005

10 Magnetic Seal Strip 2 LF-JT00190

11 Inline Panel 1 LF-GBDF003

12 Wall Rack 1 LF-HBCDEF001

LF-AAB-XX

-XX

13* Handle 1

14*    1Adjustable angle bracket( supplied only 
for 18”or above inline panel)

XX indicate hardware finish: PC = Polished Chrome; BS = Brushed Stainless; MB = Matte Black; CB = 

Champagne Bronze 
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Type

Overall Size Range

(1" Increamental for 

each item )

Door Panel Range

(1" Increamental for 

each item )

Inline Panel

Adjustable Angle 

Bracket Included(Y) 

or not(N)

Reference

Graph

B

30"-36" 24"-30" 6" N

B1
30-1/2" - 36-1/2" 24"-30" 6-1/2" N

36"-42" 24"-30" 12" N

36-1/2" - 42-1/2" 24"-30" 12-1/2" N

42"-48" 24"-30" 18" Y

B2

42-1/2" - 48-1/2" 24"-30" 18-1/2" Y

48"-54" 24"-30" 24" Y

48-1/2" - 54-1/2" 24"-30" 24-1/2" Y

54"-60" 24"-30" 30" Y

54-1/2" - 60-1/2" 24"-30" 30-1/2" Y

MODELS TO USE ADJUSTABLE ANGLE BRACKET

Note: All size are nominal size.

Note:For B2, if you prefer L bracket instead of adjustable angle bracket, you could purchase it 

         separately. Then you have the following:
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The doors are reversible for left or right-hand door installation. This manual will show the 
right hand door installation. For a left hand door installation, simply begin on the opposite 
wall and reverse the orientation of parts as necessary.

REVERSIBLE DESIGN



6/25"[6mm]

8/25"[8mm]

1/8"[3mm]
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TOOLS REQUIRED (Supplied）

TOOLS REQUIRED (Not Supplied）

2.5mm & 4mm

Safety gloves

Wooden Spacer
Professional-grade
Glass suction cup

Hacksaw Masking tape
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                      WARNING!

This door has limited space for adjustment 
of out of plumb. The hinge should not be
adjust more than 1/5" for of out of plumb. 
The inline panel should not be adjusted 
more than 1/2" for out of plumb. If the wall 
is more than these out of plumb, the door 
may not function properly.

W1

W2

INSTALLATION STEPS

1. Measure the finished opening width at the bottom and the model height.
    Use these dimensions as "W1" (top) and "W2" (bottom).
    Compare W1 and W2, use the smaller number as finished opening size. 
    This door does NOT have any adjustment for overall width. Verify that the model size ordered 
    will fit the finished opening before beginning installation.

  
                      WARNING!

  
                      WARNING!

1"minimun
flat threshold space

This door requires a minimum 
1"[25mm] of flat threshold space for 
installation.

Threshold must be level. The door may 
not function properly if the threshold is 
out-of-level.
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                      NOTE!

There are 4 PVC (2pcs 1mm and 
2pcs 2mm) hinge spacers provided 
to compensate for minor out-of-plumb 
wall conditions. Use them only when 
it is necessary. The out of plumb(A) of the 
wall for hinge should be not more than 1/5".
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2. Install the hinge.
    A. Draw a line on the wall to represent the 
        outside edge of the hinge. Mark the drill holes 
        for both hinges on the wall.

    C. Install the hinge to the wall. Make sure the 
     face with hex screw hole facing shower inside. 
     Be careful not to scratch the hinge surfaces 
     during installation.

    B. Drill holes in the wall and install wall anchors.

INSTALLATION STEPS

                      WARNING!
 

The door is very heavy and the hinges on 
this door must be installed into studs or to 
pre-installed 2"x6" wood reinforcement 
behind the wall.



Gasket
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There are 3 speed positions on the hinge. The 
hinges are pre-set to a default speed to close the 
door at position 1. If you want the door to close 
faster, you could use allen key to adjust to position 

2 or 3.

 

The hinges are factory set to overclose in order to 
provide a tight seal. 

 

Clean the hinge gasket and the glass around 
the hinge notches with an ammonia-free glass 
cleaner before installing the hinges onto the glass.

                      WARNING!

                      NOTE!

 
                      NOTE!

4mm

5

3. Install the door.
    A. Unassemble the hinge. 
    B. Set the hinge to 90 degrees gently. Prepare wooden spacer beneath the door panel. Attach the 
        hinge to the door panel. Tighten the screw evenly. Make sure both sides have gaskets.
    C. Check for level and plumb. Snap in the decorative bolt caps.

INSTALLATION STEPS

4mm
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If the wall is out of plumb at the bottom, 
measure the dimension (A) and add it to 
the finished cut length L=W3-2/5"[10mm]+A.
The out of plumb(A) of the wall for inline 
panel should be not more than 1/2".

 
                      WARNING!

L=W3-2/5"[10mm]

C

7

1313

4. Cut the bottom rail for inline panel.
    A. Draw a line on the threshold and up the wall to represent the outside edge of wall rack.

         step 2A. Make sure the end with cover is on the top.
Make sure it is 3/5"[15mm] more than the alignment line to the direction of inside shower in 

    B. Measure the width for the inline panel as "W3".
    C. Cut the bottom rail to L=W3-2/5"[10mm]. 

W3
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INSTALLATION STEPS



L bracket sold separately 
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or

  
                      WARNING!

Make sure the side of the glass with nano 

coating faced to shower as indicated on 

the label.

5. Install the Inline Panel.
    A. Position wall rack on the wall and bottom rack on the threshold to mark holes for drilling.
    B. Drill holes in the wall and install wall anchors. Drill holes in the threshold.
    C. Install the wall rack and bottom rack by securing screws.
    D. Add the PVC spacer into the bottom U-channel to protect the bottom corners of the glass.
    E. Install the inline panel glass into the wall rack and bottom rack. Check for level and plumb.

Make sure the side with nano coating facing inside shower.
    F. Install the adjustable angle bracket if needed. See page 7.
        For 6", 6-1/2",12", 12-1/2" inline panel, adjustable angle bracket is not supplied.
        For 18", 18-1/2", 24", 24-1/2",30", 30-1/2" inline panel, adjustable angle bracket is supplied.
        The manual is packaged with the adjustable angle bracket.
        If you prefer L bracket instead of adjustable angle bracket, you could purchase it separately.

The manual is packaged with the L bracket.

INSTALLATION STEPS
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6. Install the Bottom Sweep Vinyl and Hinge-Side Vinyl Seal.
    A. Install the magnetic seal strip onto hinge panel and door glass. Adjust its position if 
         needed to make sure the seal is tight.
    B. Measure and cut the vinyl seal into 3 pieces. Slide them onto the door panel to cover the 
         space between glass panels. 
    C. Measure the bottom of the Door Glass from side to side to determine the actual width of 
         the door. Cut the bottom sweep vinyl to the size of the measurement.

INSTALLATION STEPS
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7. Install the door handle. Be sure to use all of the supplied rubber gaskets to protect the glass. 

    Apply a good quality mildew-resistant silicone caulk on the walls and threshold along the

    bottom profile and wall profiles. Allow 24 hours to cure fully before using the shower.

INSTALLATION STEPS
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