SAMUZL
MUZLL=R  Tub Spouts

Non-Diverting Tub Spout
Sampson SMSTS-

FEATURES
« Square style non-diverting tub spout
«7-3/16" long
«1/2" NPT male thread connection
« Brass material
+8.98 gpm (34 L/min) @ 60 PSI (0.41 MPa)

« Additional noted flow rates:

- 3.80 gpm (14.4 L/min) @ 10 PSI (0.07 MPa)
-5.28 gpm (20 L/min) @ 20 PSI (0.14 MPa)

- 6.34 gpm (24 L/min) @ 30 PSI (0.2 MPa)

- 7.34 gpm (27.8 L/min) @ 40 PSI (0.27 MPa)
-7.87 gpm (29.8 L/min) @ 45 PSI (0.31 MPa)

- 8.24 gpm (31.2 L/min) @ 50 PSI (0.34 MPa)
-10.30 gpm (39 L/min) @ 70 PSI (0.48 MPa)
-10.46 gpm (39.6 L/min) @ 80 PSI (0.55 MPa)

- Lifetime Limited Residential / 1-Year Limited Commercial Warranty

To Be Specified:
Model No.

Description Width | Height | Depth

3 | SMSTS- Non-Diverting Tub Spout | 27%e” 2% | 76"

To Be Specified: Finish
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Polished Brushed Champagne Matte
O cB Champagne Bronze Chrome Nickel Bronze Black
0 | MB | Matte Black
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Samuel Mieller® 800 Bronze Rd, Warren, OH 44483

www.samuelmueller.com
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